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LEAK DETECTOR 
Ref. A25383  – 400 mL 

APPLICATION

INSTRUCTIONS 
FOR USE

REGULATIONS

Ideal for maintenance departments, plumbers, garages, security services, 
laboratories, and all other industries.  
Ideal for tires, inner tubes; seals, piping, etc.  
 
Provides quick and simple visual leak detection: bubbles indicate any air or gas 
leaks. 
 
For checking piping and connection tightness.  
 
Efficient and very safe.  
Equipped with a multi-position valve for easy use in all directions.  
Use the extension straw to access hard-to-reach mechanisms. 
 

Insert the extension tube into the nozzle hole.  
Shake before use.  
Spray briefly but firmly from approximately 30 cm away.  
Visually check if bubbles form to indicate a leak.                                                          
 

FOR PROFESSIONAL USE ONLY.  
Hazardous. Follow precautions for use.  

Refer to the safety data sheet (SDS), available upon request.  
Our data sheets are prepared with current knowledge and are subject to modifications. 
Photo non-binding. 01/01/2024 Index 1.0 

Detects air and gas leaks. 

 Practical 
 Allows for quick visual checks 
 Equipped with a multi-position valve 
 

577 Rue du Pommarin B.P. 16 – Voreppe - 38341 Moirans CEDEX France 
Tel: +33 (0)4 76 50 85 50 / sico.commercial@sico.fr / www.sico.fr 

RECOMMENDED FOR

PACKAGING

 All leaks: butane, propane, 
natural gas, 
nitrogen, carbon dioxide, 
etc. 

 Drain pipes 
 Scuba tanks 
 Plumbing 
 Garages 

Packaging unit (PU): Aerosol can  

Sales unit (SU):  
Box of 12 units 

Pallet size: 
1080 units – 90 boxes 

Tin can diameter: 65 mm/Height: 
195 mm 

Nominal volume: 650 ml - Net 
volume 400 ml 
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